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MODEL 5300
For Metering Water, MODEL 4150
Air, Steam, For Metering Water,
High Pres./Temp. Air & Gases

& Corrosive Fluids

ECCENTRIC

BORE BORE

MODEL 4150-P and 5300 DIMENSION SHEET I
'_\_‘ 'll','—_" ~
Specifications: BIDIRECTIONAL NCLUDING o 4 NPT
%" THICK PRESSURE
* Weight: Varies with line size. .Material: Ring C.S Plate 304SS aea FH .
« Pressure: 260 psi .Thickness:15/16" Inch . Taps: 1/4" N.P.T AcwiEnES NANERLAS
* Temperature: 1600 F PCEH
* Head Loss: Similar to standard orifice plates ORIFICE
* Fluids: Air and gases,Water, some liquids
* Line Sizes: 1/4" to 24" standard - special sizes available
« Installation: Standard flange - 125#/150# rating
* Accuracy: = 0.6% of flow - (Please refer to lab calibration reports)
OPAC-250 Series comes standard with concentric 304 Stainless steel orifice plate
Supplied based on mating for 150 Ib flanges.
Ships with accessories installed upon request
Tagging on request (optional)
: Pipe Ordering Instruction
Linel o side | Inside Tap Weight dering Instructions 4150P -XX 250 i i
S'Se Diameter | Diameter Loga;t)lon (Pounds) MODEL [ |
D1 by | ey | P
0.25| 1.890 0.364 4.500 1
0.501 1.890 0.622 4.500 1
0.75] 2.250 0.824 4.500 1
I 00 2625 I 049 4500 I (S2I5%=E2‘/o', 300=3", 400=4", 500=5", B00=6", 800=8", 010=10", 012=12")
1.25| 3.000 1.380 4.500 1
1.50| 3.375 | 1.610 | 4.500 2 ACCESSORIES
2001 4.125 2.067 4.500 2 ACCESSORIES:
2.50| 4.875 2.469 4.500 2 PT - Pressure & Temp port
200] 3375 | S.068 |40 ) 2 VB - Vi BallDrain/VenUBlow-down (/)
400 6.875 4.026 4.500 3 TG - Attached Tagging Information
5001 7.750 5.047 4.500 3
6.001 8.750 6.065 4.500 4 PROJECT INFORMATION
8.00] 11.000 7.981 4.500 - Hebresartie
10.0| 13.374 | 10.020 | 4.500 6
12.0] 16.125 | 12.000 | 4.500 7 Contractor
14.0| 17.750 | 14.000 | 4.500 9 Engineer
16.0| 20.250 | 16.000 | 4.500 10 S
18.0] 21.625 | 18.000 | 4.500 12
20.0| 23.875 | 20.000 | 4.500 14 Project
24.0| 28.250 | 24.000 | 4.500 16 Date




